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In the summer of 2003, the Littoral Acoustic Demonstration Center conducted an acoustic
characterization experiment for a 21-element marine seismic exploration airgun array of total
volume of 0.0588 m3 3590 in.3. Two Environmental Acoustic Recording System buoys, one with
a desensitized hydrophone, were deployed at a depth of 758 m in a water depth of 990 m, near
Green’s Canyon in the Gulf of Mexico. Shots over a grid were recorded and calibrated to produce
absolute broadband up to 25 kHz pressure-time dependencies for a wide range of offsets and
arrival angles in the water column. Experimental data are analyzed to obtain maximum received
zero-to-peak pressure levels, maximum received sound exposure levels, and pressure levels in
1 /3-octave frequency bands for each shot. Experimental data are quantitatively modeled by using an
upgraded version of an underwater acoustic propagation model and seismic source modeling
packages for a variety of ranges and arrival angles. Experimental and modeled data show good
agreement in absolute pressure amplitudes and frequency interference patterns for frequencies up to
1000 Hz. The analysis is important for investigating the potential impact on marine mammals and
fish and predicting the exposure levels for newly planned seismic surveys in other geographic
areas. © 2008 Acoustical Society of America. DOI: 10.1121/1.2902185
PACS numbers: 43.30.Dr, 43.30.Zk, 43.80.Nd, 43.20.Mv JAS Pages: 4094–4108
I. INTRODUCTION
In the past decade, a considerable amount of effort has
been focused on understanding how sound generated by
human-made acoustic sources in the ocean may influence
marine mammals. One of the important aspects of this effort
is the measurement and prediction of the broadband acoustic
energy distribution of such sources in complex variable
ocean waveguides. Seismic exploration arrays are of interest
for environmental impact assessment Gordon et al., 2004.
These arrays comprise a collection of airguns distributed
over an array geometry and towed behind a seismic vessel.
They are designed to fire synchronously and produce power-
ful highly directional bottom-directed pulses to image acous-
tically the sub-bottom structure. The geophysical response is
primarily analyzed in the low frequency band up to 300 Hz
Caldwell and Dragoset, 2000. Hence, the higher frequency
component of acoustic radiation from a seismic array has
been mostly overlooked until concerns were raised about the
effect of this radiation on marine species, especially marine
mammals, that rely on acoustics as a survival tool for ori-
entation, food foraging, communication, etc.. Recent studies
of individual sperm whale communication codas strongly
suggest that frequencies above 1000 Hz are of particular im-
portance in sperm whale communication Ioup et al., 2005.
This frequency range may overlap with the high frequency
component of seismic array radiation. On-whale tag record-
ings during controlled exposure experiments conducted in
the Northern Gulf of Mexico GoM in 2002 and 2003
showed that received peak pressures and sound exposure lev-
els SEL’s of tagged whales do not necessarily decrease as
the range between the whale and the seismic array increases
under certain circumstances, such as constructive interfer-
ence of overlapping arrivals, the presence of a surface duct,
etc. Madsen et al., 2006. Reported data show that absolute
received pressure levels can be as high at 12 km as they are
at 2 km. It strongly suggests that spherical and cylindrical
spreading approaches should not be automatically used to
determine impact zones and that animal SEL should be de-
termined from existing waveguide propagation conditions
and three-dimensional source array directional patterns.
There are discussions in the underwater acoustic com-
munity and oil industry about the results of quantitative stud-
ies of the effects of waveguide propagation including surface
ducts, which are formed seasonally in the GoM, on acoustic
a
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energy distribution MacGillivray, 2006; DeRuiter et al.,
2006; Tolstoy et al., 2004. Surface ducts can form a series
of energetically powerful precursor pulses arriving before
the main energy associated with the direct arrival spread
throughout the entire depth of the water column with a range
decay rate slower than that of the direct arrival Labianca,
1972; Monjo and DeFerrari, 1994; Sidorovskaia and Werby,
1995; Sidorovskaia, 2004. Therefore, an animal at any depth
can be exposed to significant levels of acoustic energy that
are not associated with the direct arrival. Hence, waveguide
propagation modeling should become an indispensable part
of the development of any mitigation metrics. Both cali-
brated measurements and quantitative modeling of a seismic
array energy distribution for a full range of angles and emit-
ted frequencies become the first steps in our ability to predict
and mitigate any potentially negative effects.
In the first part of this paper, we present experimental
calibrated measurements of the broadband absolute pressure
output from an industrial seismic exploration airgun array,
which has been collected by the Littoral Acoustic Demon-
stration Center LADC in June 2003 for three-dimensional
seismic source characterization studies. LADC, which was
founded in 2001, currently is a consortium of scientists from
three universities the University of New Orleans, the Uni-
versity of Southern Mississippi, and the University of Loui-
siana at Lafayette and the Naval Research Laboratory at
Stennis Space Center. Since 2001, LADC has conducted or
participated in eight experiments in the Northern GoM and
the Mediterranean Sea to study natural and anthropogenic
noise in marine environments and the potential impact on
marine mammals Newcomb et al., 2002a, 2002b; Newcomb
et al., 2005; Sidorovskaia et al., 2006; Tashmukhambetov et
al., 2006. In the second part of the paper, we present the
results of quantitative modeling of measured absolute pres-
sures by using enhanced modeling techniques based on the
standard underwater acoustic propagation model the range
dependent acoustic model RAM.
II. EXPERIMENT
A. Source/receiver configuration
LADC deployed Environmental Acoustic Recording
System EARS buoys developed by the Naval Oceano-
graphic Office. Two single channel EARS buoys 25 kHz
bandwidth were colocated on the same mooring near
Green’s Canyon in the Northern GoM 27° 40.0995 N,
90°21.9660 W during June 2003 for a seismic character-
ization experiment. One buoy hydrophone recorded ambient
noise and the other was desensitized by 12.7 dBV to record
marine seismic array emissions without clipping the data.
The hydrophone of each buoy was approximately 250 m
from the bottom in a water depth of about 990 m. Only the
data from the desensitized EARS hydrophone are discussed
in this paper. The M/V Kondor towed a 21-element seismic
airgun array of total volume of 3590 in.3 0.0588 m3 on five
parallel linear tracks with horizontal closest approach points
to the EARS buoy position of 63, 500, 1000, 2000, and
5000 m. The seismic array configuration is shown in Fig.
1a. Figure 1b shows the reference coordinate system used
in the paper to characterize the array directionality. The
emission angle  is the angle between the vertical and a line
connecting the position of the array center and a receiving
(b)
(a)
FIG. 1. Color online a The M/V Kondor seismic array configuration for
the seismic characterization experiment. The numbers inside each airgun
indicate the individual volume in in.3 of each airgun. b Reference coordi-
nate system with the origin at the array center.
FIG. 2. Color online The M/V Kondor line/shot diagram in the horizontal
plane. The nominal seismic array depth is 6.7 m below the surface.
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hydrophone. The azimuthal angle  is measured in the hori-
zontal plane with 0° directly in front of the array, 180° di-
rectly behind, 90° to starboard, and 270° to port. The tracks
provide a wide range of measured emission angles 6°–84°,
with 0° corresponding to the vertical and horizontal ranges
up to 7 km from the array center to the EARS buoys. The
Kondor tracks labeled as line 0.2, line 500, line 1000, line
2000, and line 5000 are illustrated in Fig. 2. The total num-
ber of shots recorded was about 500.
B. Experimental data calibration
In order to obtain absolute measured sound pressure lev-
els, it is important that the recording equipment calibrations
be fully understood. Figure 3 is a block diagram of the data
acquisition flow in a typical EARS buoy. Two calibration
methods have been implemented for the EARS buoys. The
first method, which is often called a frequency-domain
method since the result is a direct function of frequency,
involves injecting a single narrowband sine wave into the
electronics downstream of the hydrophone. The input voltage
magnitude and phase of the injected signal are compared to
the output voltage. This is repeated for many different fre-
quencies to obtain the transfer function of the equipment
across a broad frequency band. In the other method, which is
often called the time-domain method since the result is a
direct function of time, a temporally very short signal
4.7 s long is injected into the electronics downstream of
the hydrophone. The temporally short characteristic of this
“impulse” results in a very wide band of frequencies. The
output is recorded and is a direct measure of the impulse
response of the equipment. Ideally, the impulse response of
the equipment and the transfer function of the equipment are
Fourier transform pairs and will lead to the same final results
FIG. 3. Color online a Block diagram illustrating the data flow in a typical acoustic data acquisition system and the components that affect final data
calibration. b Desensitized hydrophone frequency response curve used for calibration low- and high-frequency extremes are shown separately for clarity.
FIG. 4. Color online Calibration results for 200 ms of acoustic data cor-
responding to the direct arrivals from an airgun shot near the CPA of the
array to the EARS buoy. The upper plot shows the raw data in V and the
bottom plot shows the same data segment in Pa after all the calibrations
have been applied. The EARS response including the hydrophone is nearly
flat from 6 Hz to 25 kHz so that the two plots have very small differences
except in units.
4096 J. Acoust. Soc. Am., Vol. 123, No. 6, June 2008 Tashmukhambetov et al.: Seismic array characterization study
Downloaded 18 Apr 2011 to 137.30.164.175. Redistribution subject to ASA license or copyright; see http://asadl.org/journals/doc/ASALIB-home/info/terms.jsp
when appropriately applied to the raw data. For the LADC
2003 experiment, a comparison of the two methods for the
desensitized EARS buoy yielded the same results between
6 Hz and 25 kHz. Since the time-domain method requires
the use of more complicated deconvolution techniques to
remove the impulse response from the recorded data, all final
calibrations of the recorded data were performed using the
frequency-domain method. It must be noted that neither of
the above methods of calibration includes the response of the
hydrophone itself. This must be included in the final calibra-
tion of the acoustic data to obtain absolute pressure levels.
The hydrophone transfer functions have been determined by
the manufacturer. Figure 4 illustrates 200 ms of acoustic data
corresponding to the direct arrivals from an array emission
near the closest point of approach CPA of the array to the
EARS buoy. The upper plot is the raw data in volts and the
bottom plot is the same data segment in micropascals after
all the calibrations have been applied. The EARS response
including the hydrophone is nearly flat from
6 Hz to 25 kHz so that the two plots have very little differ-
ence except in units. We will restrict our analyses of the data
to this calibrated frequency band 6 Hz to 25 kHz.
III. EXPERIMENTAL DATA ANALYSIS: METHODS AND
RESULTS
Seismic arrays are designed to be highly directional in
order to focus the low-frequency sound energy in the vertical
direction for the purpose of seismic exploration. The prob-
ability that a marine mammal will be exposed to the near
vertical downward propagating direct pulse is fairly small.
This is not so with off-axis acoustic emissions, so studies of
off-axis acoustic signatures are of special interest. Hence,
multipath propagation and leakage of high-frequency energy
from the airgun array into the ocean waveguide are critical
issues for studying the impact on marine mammals. Figures
5–7 show a series of absolute acoustic pressures versus time
recorded during the experiment and the corresponding spec-
trograms for individual shots on different tracks with differ-
ent horizontal ranges from the center of the array to the buoy
location and different emission and azimuthal angles. The
spectrograms Sfk , tm are calculated over a 5 ms window
with 20% overlap,
Sfk,tm = 20 log2Fk,m, k = 1, . . . ,N/2 − 1,
FIG. 5. a Measured absolute calibrated acoustic pressure for the CPA shot 249 on line 0.2 vs time. The horizontal range is 63 m, the direct distance to the
hydrophone is 736 m, the emission angle is 5°, and the azimuthal angle is 202°. b Spectrogram of the signal in a using a 5 ms rectangular window with
20% overlap from 6 Hz to 25 kHz. c The calibrated amplitude spectrum over a 2 s rectangular window with a start time corresponding to the 0.2 s temporal
mark of the spectrogram in b and cumulative energy flux in % vs frequency.
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Fk,m = t	
j=0
N−1
pj + Nsmte−i2jk/N,
k = 0,1, . . . ,N − 1, m = 0, . . . ,M , 1
where Fk ,m are complex Fourier coefficients obtained
from a standard fast Fourier transform program; pjt are
calibrated temporal pressure samples; N=390 is the number
of pressure samples in a 5 ms analysis window; t=1.28
10−5 s is the sampling interval for the collected data; fk
=fk ,f = tN−1 ,k=0,1 , . . . ,N /2; Ns=N ·0.8 is the tem-
poral index shift in terms of pressure sample number for
20% overlap; M =N0 /Ns is the integer number of spectral
windows in a 2 s spectrogram. The calculation of the Fourier
coefficients in Eq. 1 reflects the transient nature of the mea-
sured seismic signatures that should be considered finite-
energy signals, not power signals. Fricke et al., 1985;
Johnston et al., 1988. Instead of the power flux spectral
density traditionally analyzed for infinitely long stationary
signals, an energy flux spectral density k is quantified in
the calibration procedure for marine seismic source transient
signals Fricke et al., 1985:
k =
1
c
Fk2, 2
where Fk is the discrete Fourier transform coefficient,
which is defined in Eq. 1 for a single m value,  is the
water density at the receiver position, and c is the speed of
sound at the measuring point. The energy flux spectral den-
sity curve has the same shape as the amplitude spectrum
absolute values of the Fourier coefficients but different
units J / m2 Hz. For a decibel scale, the amplitude spec-
trum level referenced to 1 Pa is 182 dB larger than the
energy flux spectral density level referenced to
1 J / m2 Hz if the acoustic impedance of sea water is ap-
proximated by the constant value
Z = c = 1026
kg
m3
 1500
m
s

 1.54 106 Pa s/m.
Following SEG standards for specifying marine seismic
energy sources Johnston et al., 1988, cumulative energy
flux uk and total energy flux uN /2 are calculated for the
experimental data,
FIG. 6. a Measured absolute calibrated acoustic pressure for shot 235 on line 1000 vs time. The horizontal range is 1655 m, the direct distance to the
hydrophone is 1810 m, the emission angle is 66°, and the azimuthal angle is 144°. b Spectrogram of the signal in a over a 5 ms rectangular window with
20% overlap from 6 Hz to 25 kHz. c The calibrated amplitude spectrum over a 2 s rectangular window with a start time corresponding to the 0.2 s temporal
mark of the spectrogram in b and cumulative energy flux in % vs frequency.
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FIG. 7. a Measured absolute calibrated acoustic pressure for shot 211 on line 5000 vs time. The horizontal range is 6197 m, the direct distance to the
hydrophone is 6240 m, the emission angle is 83°, and the azimuthal angle is 128°. b Spectrogram of the signal in a over a 5 ms rectangular window with
20% overlap from 6 Hz to 25 kHz. The lateral head wave precursor is the first arrival. High frequencies are attenuated as would be expected for a lateral
wave. c The calibrated amplitude spectra over a 0.2 s rectangular window with start times corresponding to the 0.15, 0.35, and 0.65 s temporal marks of the
spectrogram in b and cumulative energy fluxes % vs frequency. d Normalized signal moveout map for line 5000 shots. The time is synchronized on the
first bottom reflection. Each shot pressure function is normalized by the absolute value of the maximum pressure in this shot. The separation between a
precursor and a reference strongest arrival increases with range.
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uk = f0 + 2f	
l=1
k
l, k = 1, . . . ,N/2 − 1,
3
u0 = f0, uN/2 = uN/2 − 1 + fN/2 .
The cumulative energy flux corresponds to the amount of
energy flux in a frequency band from 0 Hz to kf . The total
energy flux is the cumulative energy flux in the full recorded
frequency band. The cumulative energy flux is usually ex-
pressed as a percentage of the total energy flux,
u˜k =
uk
uN/2
 100 % , k = 0,1, . . . ,N/2. 4
Figure 5a shows the measured calibrated pressure in
micropascals for the closest approach point on line 0.2,
which corresponds to a horizontal range of 63 m, with a
direct distance to the hydrophone of 736 m, emission angle
of 5°, and azimuthal angle of 202°. The 2 s shot spectrogram
is shown in Fig. 5b. The amplitude spectrum level and
cumulative energy flux for the 200 ms Fourier analysis win-
dow with a start time corresponding to the 0.2 s mark on the
spectrogram plot are in Fig. 5c. The direct arrival, surface
reflected arrival, bottom reflected arrival, bubble oscillation
cycle, and multiples can be clearly identified in Figs. 5a
and 5b. The separation between the direct and bottom re-
flected arrivals is 340 ms. The maximum amplitude spectrum
power level is 159 dB re 1 Pa /Hz, with the level reaching
110 dB re 1 Pa /Hz at 1000 Hz for the direct arrival and
85 dB re 1 Pa /Hz at 5000 Hz for the direct arrival. The
calculated total energy flux is 0.32 J /m2. The sound propa-
gation geometry to the EARS buoy for this shot is nearly
vertical for the direct and bottom reflected pulses. The seis-
mic arrays are tuned for optimal near vertical transmission
of low frequencies for this geometry. The cumulative energy
flux plot in Fig. 5c shows that most of the energy is under
300 Hz. This is consistent with the array design. The high
frequencies are about 35 dB lower than the 300 Hz level.
Semiquantitative comparison from Fig. 5b shows that the
direct path signal energy flux spectral density level is about
20 dB greater at most high frequencies than the bottom re-
flected arrival and the multiples.
Figures 6a–6c show similar plots for shot 235 on line
1000. The horizontal range is 1655 m, the direct distance to
the hydrophone is 1810 m, the emission angle is 66°, and the
azimuthal angle is 144°. The calculated total energy flux is
0.0017 J /m2. The arrival structure is still identifiable and
labeled in Figs. 6a and 6b. The separation between the
direct and bottom reflected arrivals is decreased to 200 ms.
This may potentially indicate an increased sound exposure
level vs range to the shot for an animal having a 200 ms
energy integration window as discussed below. The maxi-
mum amplitude spectrum power level is 125 dB re
1 Pa /Hz, with the level reaching 100 dB re 1 Pa /Hz at
1000 Hz for the direct arrival and 80 dB re 1 Pa /Hz at
5000 Hz for the direct arrival, which is close to the back-
ground noise level. Figure 6c shows again that most of the
energy is at a low frequency, under 500 Hz. At this range, the
difference is about 25 dB between the high frequency and
the 500 Hz levels.
Figures 7a–7c present the data for shot 211 on line
5000. The horizontal range is 6197 m, the direct distance to
the hydrophone is 6240 m, the emission angle is 83°, and the
azimuthal angle is 128°. The signal is more complicated and
the interpretation of the arrival pattern is not as straightfor-
ward as for the shots shown in Figs. 5 and 6. The spectra
reveal that most of the energy of the precursor is below
300 Hz. As one can see from the moveout of the signal with
different shots on line 5000 in Fig. 7d, the temporal sepa-
ration between the precursor and the main energy arrival
increases with range. An additional analysis of the signal
move-out curves for other lines indicates that the precursor
starts appearing at ranges larger than 4.5 km. These features
of the precursor arrival strongly suggest that it is a lateral
head, interface wave. Correlation of experimental time de-
lays between arrivals with modeled ones is required to gain
more confidence concerning the analysis of the precursor.
The frequency partition of energy for the various compo-
nents of this shot is similar to that shown in the previous two
figures. The amplitude spectrum level and cumulative energy
flux for the 200 ms Fourier analysis window for three iden-
tifiable arrivals with start times corresponding to 0.15, 0.35,
and 0.65 s on the spectrogram plot are shown in Fig. 7c.
The calculated total energy fluxes are 0.02810−3, 0.023
10−3, and 0.05110−3 J /m2. The high-frequency level
reaches 90 dB re 1 Pa /Hz at 1000 Hz for the strongest
arrival and this is close to the background noise level.
Figures 5–7 clearly demonstrate that there is a signifi-
cant multipath energy in the sound field of the seismic array.
The conclusion is that the acoustic energy in the multipath
must be taken into account when calculating marine mammal
exposure metrics, as suggested by Madsen et al. 2006. This
can only be done accurately by using propagation models to
calculate the full sound field for the waveguide environment.
Sequential 2 s amplitude spectra for all calibrated shots
are collected in Fig. 8. The high-frequency part of the spec-
trum 16–21 kHz is shown separately in Fig. 8b, which
allows better identification of the narrow spectral lines cen-
tered at 18 kHz. These represent the spectral content of the
on-board echo-sounder signal. A Simrad EA500 echo
sounder was part of the M/V Kondor equipment suite and
emitted a 3 ms pulse every 12 s throughout the duration of
the experiment. It is apparent from Fig. 8 that the high-
frequency acoustic power levels from the seismic array as
recorded by the EARS buoy at 739 m depth do not approach
the levels of the echo sounder, at least for ranges below
7 km.
Various analysis attributes are generated to quantify and
characterize the acoustic output of the seismic airgun array in
the ocean in addition to the time and frequency analyses
already given. The results shown here can easily be com-
pared to the other studies presented in the literature Black-
well et al., 2004; Madsen et al., 2006. The first characteris-
tic widely accepted in the oil industry is the maximum
received pressure level, zero to peak. Some authors report a
peak-to-peak value for far-field signatures, which will not be
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more than 3 dB greater than the zero-to-peak level. Figure
9a shows the maximum received pressure level for each
shot collected during the experiment. The maximum level for
the closest shot almost directly overhead horizontal range of
63 m, direct distance to the hydrophone of 736 m, and emis-
sion angle of 5° is 200 dB re 1 Pa. Figure 9b shows the
same data as a function of the horizontal range to the EARS
buoy. The multivalued levels at a fixed range are due to array
directionality and gun volume differences on the front versus
the back of the array see Fig. 1a. The maximum received
pressure levels do not gradually decrease with increasing
range beyond 3 km for off-axis shots. They can be as high at
the 5 km range as at the 3 km range due to waveguide propa-
gation effects. These results are consistent with data recorded
on sperm whales using acoustic tags during controlled expo-
sure experiments Madsen et al., 2006. Solid and dashed
curves represent the modeled maximum levels as a function
of range in the vertical 0° plane aligned with the central line
of the array obtained by using the parabolic equation model,
RAM Collins, 1993, and two notional source signature
models: GUNDALF and NUCLEUS Hatton, 2004; Nucleus The
details of the modeling are described in the next section. The
modeled data do not reproduce all the features of measured
FIG. 8. a Sequential spectra of all calibrated shots collected over a 2 s rectangular window during the seismic characterization experiment from
6 Hz to 25 kHz. b High-frequency band 16–21 kHz of the sequential spectra presented in a. The short vertical lines centered at 18 kHz are spectra of
the 3 ms pulses from an 18 kHz echo sounder on the M/V Kondor. It had a repetition rate of 12 s.
FIG. 9. Color online a Maximum received calibrated zero-to-peak sound
pressure levels for each shot relative to the CPA indicated by the CPA
marker on the horizontal axis for each line. b Maximum received zero-to-
peak sound pressure levels for all collected shots as a function of range.
Different symbols correspond to different shot lines. Note that the maximum
levels monotonically decrease only for the first 3 km in range. They then
start increasing again for ranges larger than 3 km, which indicates that the
bottom reflected pulse dominates over the direct arrival. Solid and dashed
lines are the modeled maximum received zero-to-peak sound pressure levels
in the zero degree fixed vertical plane.
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data because the array directionality in different vertical
planes is not taken into account due to computational time
limitations. The authors are moving to parallel cluster com-
puters to implement full three-dimensional field modeling.
Maximum levels of direct and reflected arrivals are im-
portant measures of the seismic array signal directionality
and attenuation in a waveguide and provide meaningful in-
formation for seismic interpretation characterizing the reflec-
tion strength of different sub-bottom reflectors, but they can-
not be used as standalone parameters to account for acoustic
sensation by a marine mammal because they do not take the
duration of the transient seismic pulses into account. It is
suggested that most biological receivers, including marine
mammals, are best modeled as energy integrators, which in-
tegrate intensity over a frequency-dependent time window
Au et al., 1997; Madsen, 2005. The integration time of
200 ms is chosen because it is believed to be used as an
integration time by the auditory system of the endangered
sperm whale. Therefore, a second attribute, SEL, is calcu-
lated over the time of each shot as
SELi,tj = 10 logt	
m=0
N−1
pi
2tj + mt
= 10 logf	
k=0
N−1
Fik,tj2
= 10 logZuiN/2,tj , 5
where i is the shot number in the line, t=1.2810−5 s is
the temporal sampling interval of the recorded data, N
=15 625 corresponds to a 200 ms integration window, pi is
the sampled recorded calibrated pressure in micropascals
for shot i, and tj is the initial time for a 200 ms analysis
window for every possible start time within each shot includ-
ing 200 ms of ambient noise recording before the first seis-
mic arrival for each shot. The maximum SEL calculated for
each shot is selected to characterize that shot.
The maximum SEL for each shot in every line sequen-
tially is displayed in Fig. 10a. The maximum value for the
above-mentioned closest shot is 177 dB re 1 Pa2 s. In Fig.
10b, the maximum SEL is shown as a function of the hori-
zontal range between the center of the array and the receiv-
ing hydrophone. Solid and dashed lines are modeled sound
exposure levels in the vertical 0° plane passing through the
central line of the array. There are several factors that cause
the maximum SEL to increase with range at ranges larger
than 3 km. The first factor is that the temporal separation
between the first direct and the second bottom reflected
arrivals becomes less than the integration window. The sec-
ond factor is that the SEL maxima are determined by energy
in the multipaths for large range off-axis shots. To support
this statement, Fig. 11 shows the SEL for the entire multipath
shot as a function of time for the shots shown in Figs. 5–7.
The third attribute used for the recorded data is
1 /3-octave band analysis ANSI/ASA, 2004. 1 /3-octave
bandwidths are reported to represent the likely lower and
upper limits of auditory filters in marine mammal auditory
systems for which sparse laboratory bioacoustic data are
available Richardson et al., 1995; Southall et al., 2000;
Southall et al., 2003. The results of 1 /3-octave band analy-
sis for all collected shots are presented in Figs. 12a and
12b. The 1 /3-octave band received levels are calculated for
the entire received signal 2 s temporal window including
all multipath arrivals received over 2 s. Figure 12a shows
1 /3-octave band analysis of all shots sequentially plotted
both within line number and by line number. Central fre-
quencies of the bands are on the vertical axis. Band numbers
11–43 are included. Figure 12b shows 1 /3-octave band
analysis of shots within a line plotted as a function of range.
The panels correspond to lines 0.2, 500, 1000, 2000, and
5000.
IV. ACOUSTIC MODELING: METHODS AND RESULTS
The seismic source acoustic energy distribution in the
ocean depends not only on seismic source parameters but
also on the propagation channel. Any meaningful mitigation
FIG. 10. Color online a Maximum sound exposure levels for a 200 ms
sliding integration window for each shot plotted relative to the line CPA
indicated by the CPA marker on the horizontal axis for each line. b Maxi-
mum sound exposure levels for a 200 ms sliding integration window for
each shot shown for all shots as a function of range. Different symbols
correspond to different shot lines. Solid and dashed lines are the modeled
maximum sound exposure levels in the zero degree fixed vertical plane.
FIG. 11. Color online Sound exposure level vs the temporal position of the
center of a 200 ms integration window for the entire shot including multi-
path arrivals for the three shots presented in Figs. 5–7.
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FIG. 12. a 1 /3-octave band analysis of all shots plotted sequentially both within line number and by line number. Central frequencies of the bands are on
the vertical axis and 1 /3-octave bands are as defined in ANSI/ASA 2004. Band numbers 11–43 are included. b 1 /3-octave band analysis of shots within
a line plotted as a function of range. The panels correspond to lines 0.2, 500, 1000, 2000, and 5000.
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efforts will be dependent on our ability to model quantita-
tively the acoustic energy distribution from a given seismic
array in a particular ocean waveguide. There are several stan-
dard acoustic propagation models available to model sound
propagation in range-dependent ocean waveguides: RAM,
KRAKEN, UMPE, SWAMP, etc. Collins, 1993; Porter,
1995; Smith and Tappert, 1993; Sidorovskaia, 2004. How-
ever, most of the standard models are inherently two dimen-
sional and produce the acoustic pressure distribution of a
point harmonic source in the vertical plane of a source and a
receiver. There are several issues that have to be addressed
when using these models for quantitative modeling of the
acoustic pressure distribution from a seismic array: 1 the
broadband nature of the seismic pulse produced by each air-
gun in the array, 2 the complex temporal/angular structure
of notional signatures for each airgun in the array due to
bubble interactions after firing Ziolkowski, 1970; Zi-
olkowski et al., 1982; Laws et al., 1990; Hatton, 2004;
Nucleus, and 3 the different ranges to the receiver position
for different sources in the array. The last becomes especially
important in accounting for the correct relative phases of the
high-frequency components at the receiver location. The
quality of the calculation will be sensitive to the complete-
ness and accuracy of the parameters describing the propaga-
tion channel and the adequacy of notional airgun source sig-
natures to reproduce the near field of the seismic array. The
sound speed profile along the propagation path for modeling
was derived from expendable bathythermographs and from
conductivity-temperature-depth measurements taken during
the experiment see Fig. 13. A very thin surface duct about
10 m thick was present during the experiment. No bottom
structure information was collected during the experiment,
so the bottom model for the propagation code was based on
a historic database Hamilton, 1980 and previously col-
lected data near the experimental site Turgut et al., 2002.
The bottom model consists of three layers typically present
in this area of the Gulf of Mexico: silty clay about 10 m
deep, sand deposits up to 1 km deep from the bottom-water
interface, and rock formations 1 km below the bottom-water
interface.
The calibrated pressure data are modeled using the stan-
dard parabolic equation model RAM by Collins 1993,
which is upgraded to generate waveguide transfer functions
for a broadband multisource array. The measured individual
frequency pressure components at the receiver location,
Pf ,rs ,zs, are modeled in the frequency domain as
Pf ,rs,zs = 	
iairguns
CfGf ,rs,zs,ri,ziSif , 6
where Gf ,rs ,zs ,ri ,zi is the complex waveguide transfer
function from an individual airgun to the receiver location
generated by RAM, Cf is a highpass filter to cutoff RAM
output below 6 Hz and Sif is the Fourier transform of the
temporal notional signature of an individual airgun generated
by two different airgun characterization models: GUNDALF
and NUCLEUS. The waveguide transfer function is generated
up to 1000 Hz with a frequency resolution of 0.5 Hz. This
frequency resolution provides a sufficiently detailed fine
structure for the transfer function to account for the arrival of
reflected pulses. The upper frequency is limited by the com-
putational time required by the Parabolic Equation PE
model to model broadband high-frequency transfer functions
for a planar source. Other modeling methods for higher fre-
quencies or a parallel processing approach will be considered
to expand the frequency range of modeling in future re-
search. Figures 14 and 15 show the transfer function levels
TFL=10 logG2 and arrival phases of two airguns for the
closest approach shot on line 0.2 Fig. 14 and shot 255 on
line 500 Fig. 15, which has a horizontal range of 448 m, a
direct distance to the hydrophone of 859 m, an emission
angle of 31°, and an azimuthal angle of 260°. The deep
minima in Figs. 14a and 15a correspond to the interfer-
ence structure due to a Lloyd’s mirror effect. Analysis of this
structure in the measured data allows us to correct the nomi-
nal average depth of the airguns in the array from 6 m re-
corded during the experiment to 6.7 m that is used in mod-
FIG. 13. Color online Sound speed profile in the water column during the
experiment. Depth in m is plotted vs sound speed in m/s.
FIG. 14. Color online a Modeled waveguide transfer function levels in
dB re 1 Pa2 /Hz for airguns 1 and 31 airgun numbering shown in Fig. 1
for the closest approach shot 249 on line 0.2 temporal received pressure
signature is shown in Fig. 5a vs frequency from 6 to 1000 Hz. b The
arriving phase for airguns 1 and 31 for the same shot vs frequency. The
waveguide transfer functions are generated by the underwater acoustic
propagation model RAM adapted to model a broadband planar array of
airguns.
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eling. The fine structure of the TFL carries information about
reflections from bottom layers and multipaths. The TFL and
arriving phase structure indicate that a point source model is
not suitable for quantitative prediction of the seismic array
energy distribution in the water column.
Figure 16 shows the temporal notional signatures of se-
lected airguns, which are generated by the NUCLEUS and
GUNDALF models, for the seismic array used in the experi-
ment. The notional signature of each airgun in the array is
transformed into the frequency domain using a standard fast
Fourier transform program and multiplied by RAM-
generated broadband transfer functions to model the fre-
quency content of the calibrated shots refer to Eq. 6. Fig-
ures 17a and 17b are a comparison between experimental
and simulated data with the source notional signatures gen-
erated by GUNDALF and NUCLEUS for the closest approach
shot on line 0.2 a nearly on-axis shot and for shot 255 on
line 500 an off-axis shot. The NUCLEUS model has a high-
frequency cutoff filter above 800 Hz, so its modeling is only
valid up to 800 Hz. GUNDALF is designed to include the high-
frequency components up to 25 kHz. There are several fac-
tors contributing to the discrepancies between experimental
and simulated data. The notches in the experimental data
near 500 and 750 Hz are most probably due to the first bot-
tom layer reflection that is inadequately specified based on
the historical database. Errors in the bottom properties have
an effect on the fine structure of the modeled signal. Both
airgun modeling codes show better agreement with the ex-
perimental data for on-axis shots. The notional signatures
used for this calculation were generated and calibrated for
on-axis use and so are not the most appropriate for off-axis
use Hatton, 2002.
The Fourier synthesis technique for digitized signals is
used to model the time-domain response that was measured
in the experiment and used as a starting point for the calcu-
lation of the exposure levels in the time domain. We use
frequencies above 6 Hz for comparison with experimental
data both because of the rolloff in the receiving system fre-
quency response and because the modeled frequency compo-
nents at very low frequencies are not considered fully reli-
able. Figures 18a and 18b show the quantitative
comparison between measured and modeled signatures in the
time domain for shot 255 on line 500. We have also calcu-
lated SELs over a 200 ms window for the modeled received
pulses in accordance with Eq. 5. Figure 18c shows the
comparison of the modeled SEL with one calculated from the
experimental data for shot 255 on line 500. The modeled and
experimental sound exposure levels agree well for the direct
and surface reflected arrivals and the bubble oscillation
cycle. The discrepancies between modeled and experimental
sound exposure levels for the times corresponding to later
arrivals are due to inaccurate information about the bottom
structure and for initial times are due to wraparound.
The good agreement between measured and calculated
data allows us to model reliably the full three-dimensional
acoustic energy distribution from the seismic array in the
water column. Figure 19 shows the modeled received pres-
sure level as a function of range, depth, and frequency for a
point source placed at the center of the array. The power of
the point source is equal to the total power of the array used
in the experiment. Figures 20 and 21 show the modeled re-
ceived pressure level as a function of range, depth, and fre-
quency in two different vertical planes for the seismic array
used in the experiment taking into account the full array
geometry and spectral power components of individual array
sources extracted from the notional signature frequency com-
ponents. These characteristics are more meaningful to de-
scribe the broadband array radiation field in the waveguide,
where array directionality is superimposed on waveguide en-
ergy channeling, than the traditional directional pattern of an
array in free space. The array acoustic field structure in a
waveguide is considerably different from a point source field
structure in a waveguide and from the array free-space field.
Generation of a series of such maps covering the full fre-
quency band of interest and a set of vertical planes, which
FIG. 15. Color online a Modeled waveguide transfer function levels in
dB re 1 Pa2 /Hz for airguns 1 and 31 airgun numbering shown in Fig. 1
for shot 255 on line 500 vs frequency from 6 to 1000 Hz. b The arriving
phase for airguns 1 and 31 for the same shot vs frequency. The waveguide
transfer functions are generated by the underwater acoustic propagation
model RAM adapted to model a broadband planar array of airguns.
FIG. 16. Color online a Notional temporal pressure signatures in Pa
for airguns 1, 16, and 31 airgun numbering shown in Fig. 1 generated by
NUCLEUS vs time in s. b Notional temporal pressure signatures Pa for
the same airguns generated by GUNDALF vs time.
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allows the generation of three-dimensional SEL maps for a
particular array in a particular environment, is the subject of
future research.
V. DISCUSSION AND CONCLUSIONS
The 2003 LADC calibrated data from a typical marine
seismic exploration array is a significant contribution to
three-dimensional broadband seismic source characterization
studies. The data set measures the absolute calibrated pres-
sures for a wide range of angles with frequencies up to
25 kHz. This data set also provides the opportunity to test
available modeling tools by quantitative comparison of mea-
sured and modeled data. However, the angular/range density
of the collected data does not allow detailed testing of the
reconstruction of the array directivity for a fixed range or the
energy distribution in an arbitrary fixed vertical plane solely
based on measured data to compare with modeled results.
Additional field data should be collected for validation of the
model prediction for a full three-dimensional seismic array
characterization. Special attention in future experimental de-
signs should be paid to collecting data for the close-to-
horizontal propagation direction that can be critical in study-
FIG. 17. Spectrum comparison in dB re 1Pa2 /Hz between experimental and modeled data with the source notional signatures generated by GUNDALF and
NUCLEUS vs frequency from 6 to 1000 Hz: a for the closest approach shot 249 on line 0.2 nearly on-axis shot and b for shot 255 on line 500 off-axis
shot.
FIG. 18. Color online Comparison between experimental and modeled
data in Pa vs time in s using frequency components from 6 to 1000 Hz:
a for shot 255 on line 500 off-axis shot simulated with GUNDALF notional
signatures, b for shot 255 on Line 500 off-axis shot simulated with
NUCLEUS notional signatures, and c sound exposure levels calculated from
experimental data and from modeled data for shot 255.
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ing the issue of energy capture in a near-surface duct.
Moreover, the arrival ranges should be extended to address
waveguide acoustic propagation issues, such as the existence
of convergence and shadow zones and surface duct effects.
For example, the number of acoustic precursors formed by
the surface duct will be dependent on the range Sidorovs-
kaia, 2004.
Propagation codes combined with notional signature
models predict the broadband data reasonably well. All pre-
sented modeling results are ab initio calculations with no
adjustable parameters. The accuracy of prediction is limited
by uncertainties in environmental information and by the ac-
curacy of the source models. Modeling is a useful tool in the
prediction of the three-dimensional acoustic energy distribu-
tion in an ocean volume of interest. It can be used to deter-
mine three-dimensional acoustic energy distribution varia-
tions due to anticipated changes in the details of future
surveys including changes in ocean environmental condi-
tions and source configuration, without necessarily conduct-
ing field experiments. Modeling allows a fairly accurate pre-
diction of sound exposure levels for marine mammals to aid
in planning future seismic surveys.
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